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9.8 HARZH SPECIFICATIONS
' ®fifi: 6.2 Pitch:6.2 —
ST ANGH2-428
] { @ Applicable Wire:ANGH#22-#28 B
=2 [ O R AC,DC, 300-600V (F4L{H)
= O @ Voltage rating: AC,DC, 300-600V (rms) | _|
1 7 SRR 9154 AC, DC
Current rating:9-154, AC, DC
M 1500V AC/minute ¢
Withstand voltage:1500V AC/minute
6420F1-2X (02 ¢ LIFRE : -20C~+85C ]
96. 6 Working Temp:-20C~+85C
S >1000MQ D
Insulation resistance:=1000MQ
H O @\ LA <20 -
- Contact resistance:<20mQ
=3 | OO0 B
BHFl VATERIAL
H O @ Lk Je 66, UL94-0 -
Insulator:Nylon66 UL94-0
F
0420F1-2X03
G
GENERAL TOLERANCES ~ [SCALE: eGSR AR PART. NO: 1
Q[ o [ v [ I oo 0420F1-2 XXX
0.0+0.25 |[X° REF£6° ‘ W1 28501760060q0.com RGN 0760-85302627 DWG. NO - i
A0 AT 2018. 12, 17| INIT: W0 | 0.0040.15 | X* £3° | Dol . .
REV. REVISION RECORD DATE SIZE: A4 |0.00040.08 | X° X’£2°| DRAWN 4 16 46 6. 20m pltCh Dual HOUSng REV: AO |SHEET: 1/1
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